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NOTENOTENOTENOTE: Should any difficulty be experienced, please consult a qualified electrician
before installing.

TOTOTOTOAVOIDAVOIDAVOIDAVOID RISKRISKRISKRISK OFOFOFOFELECTRICALELECTRICALELECTRICALELECTRICAL SHOCK,SHOCK,SHOCK,SHOCK, BEBEBEBE SURESURESURESURE TOTOTOTO SHUTSHUTSHUTSHUT
OFFOFFOFFOFF POWERPOWERPOWERPOWERWHILEWHILEWHILEWHILE INSTALLINGINSTALLINGINSTALLINGINSTALLING OROROROR SERVICINGSERVICINGSERVICINGSERVICING THISTHISTHISTHIS FIXTURE.FIXTURE.FIXTURE.FIXTURE.WARNINGWARNINGWARNINGWARNING

:

1.1.1.1. AssemblyAssemblyAssemblyAssembly thethethethe InnerInnerInnerInner GlassGlassGlassGlass totototo thethethethe fixturefixturefixturefixture withwithwithwith
thethethethe FixingFixingFixingFixing RodsRodsRodsRods totototo thethethethe CentralCentralCentralCentral Connector.Connector.Connector.Connector. DetailsDetailsDetailsDetails referreferreferrefer
ToToToTo thethethethe otherotherotherother InstructionsInstructionsInstructionsInstructions sheetsheetsheetsheet forforforfor thethethethe InnerInnerInnerInner Glass.Glass.Glass.Glass.

2 Turn off the electricity at the Fuse or Circuit Breaker before
installation.

3. Attach the Cross Bar to the Outlet Box by using
2PCS of Mounting Screws upwards.

4. Attached the Loop to the Nipple-2.
5. Put the Candle Cover onto the Sockets and install bulbs.

(Bulbs(Bulbs(Bulbs(Bulbs areareareare notnotnotnot included,included,included,included, pleasepleasepleaseplease dodododo notnotnotnot exceedexceedexceedexceed
thethethethe maximummaximummaximummaximum capacitycapacitycapacitycapacity whichwhichwhichwhich isisisis
recommendedrecommendedrecommendedrecommended onononon thethethethe CandleCandleCandleCandle Cover.)Cover.)Cover.)Cover.)

6. Choose a certain length of the Chain
you need, and weave the Fixture Wire
and the Ground Wire through the
Chain links, then attached one of
the Adjustable Loops to the Top Loop
and the other one to the Loop.

7. Thread the fixture wire and the Ground Wire through
the Top Nut, Top Loop, Adjustable Loop,
Canopy, Nipple-1 and the Cross Bar in order.
8.Make wire connections with Wire Connectors:.
----Connect the Wire (W/ marking) from

the light to the Black Wire from the Outlet Box.
----Connect the Wire (W/O marking) from the light to the

White Wire from the Outlet Box.
----Attached the Ground Wire and House Ground Wire

to the Cross Bar with a Green Screw.
Carefully tuck wires back into the Outlet Box.

9.Attached the Canopy to the Cross Bar by inserting the Nipple-1 , then secure with the Top Loop and Top Nut.
10. Turn on the power at Fuse or Circuit Box and enjoy your new fixture.


	8.MakewireconnectionswithWireConnectors:.

